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Recommended P.C.B Pattern

Z

CF HEADER TYPE I  W/O PROP SLICE
STAND-OFF 1.65mm, (REVERSE KEY)

CFH050-13-P
1  /  1

P

CFH050-XX-X11X

PIN NUMBER             DIM. L
25,26                    3.50

ALL OTHER PINS            4.25
1, 13, 38, 50               5.00

0 : WITH PACKY-01-0014 TRAY
C : WITH PACKY-05-0088 TRAY
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Color:0-Black
          7-Ivory

PLATING:
0 : GOLD FLASH
2 : 10u"GOLD
Unlead  PLATING:
A: GOLD FLASH
C: 10u"GOLD
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NOTES : 
1. MATERIAL : 
    INSULATOR : HIGH TEMPERATURE 
                             THERMOPLASTIC
            FLAMMABILITY RARING: UL94V-0
            COLOR : IVORY or BLACK
    CONTACT : COPPER ALLOY
    MOUNT EAR : COPPER ALLOY

2. PLATING : 
    CONTACT AREA: GOLD OVER NICKEL
    UNDER PLATING: NICKEL OVERALL
    SOLDER TAIL AREA: TIN/LEAD PLATE or UNLEAD PLATE 
    MOUNT EAR AREA: TIN/LEAD PLATE or UNLEAD PLATE 
4.PART NO:  CFH050- X  X -  X 11 X

1-Type1 Reverse Type

5.Type 1 Reverse Without 
    Logo.
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PROCESS COMPLIANT

Pb
1.THIS PRODUCT DOESN'T CONTAIN 
   ENVIRONMENTAL HAZARDOUS 
   MATERIALS PER DIRECTIVE
   2002/95/EC FOR RoHS.
2.ALL RIGHTS RESERVED,PRODUCTS
   ARE COVERED BY PATENTS AND/OR
   PATENTS PENDING.


