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COLOR:
0-BLACK
7-IVORY

PLATING:
0- G/F
2- 10u"GOLD
UNLEAD PLATING:
A- G/F
C- 10u"GOLD

4.PART NO:  CFH050-XX-X810
    WITHIN 0.10
    AND COPLANARITY OF SODERTAILS TO BE

C     EN022207      Judy       Darren
NOTES : 
1. MATERIAL : 
    INSULATOR : HIGH TEMPERATURE 
                             THERMOPLASTIC
            FLAMMABILITY RARING: UL94V-0
            COLOR : IVORY or BLACK
    CONTACT : COPPER ALLOY
    MOUNT EAR : COPPER ALLOY
2. PLATING : 
    CONTACT AREA: GOLD
    UNDER PLATING: NICKEL OVERALL
    SOLDER TAIL AREA: MATTE TIN ONLY PLATING
    MOUNT EAR AREA: MATTE TIN ONLY PLATING
3. SOLDERTAILS TO BE WITHIN 0.05 UPWARD
    AND 0.2 DOWNWARD FROM Z-DATUM PLACE,

CONNECTOR TYPE:
1-TYPE 1 REVERSE TYPE
5.TYPE 1 REVRESE N0 LOGO
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CFH050-XX-X810 CFH050-58-C
1.THIS PRODUCT DOESN'T CONTAIN 
   ENVIRONMENTAL HAZARDOUS 
   MATERIALS PER DIRECTIVE
   2002/95/EC FOR RoHS.
2.ALL RIGHTS RESERVED,PRODUCTS
   ARE COVERED BY PATENTS AND/OR
   PATENTS PENDING.


