
NOTES : 
1. MATERIAL : 
    INSULATOR : HIGH TEMPERATURE THERMOPLASTIC
    FLAMMABILITY RARING : UL94V-0 COLOR : BLACK
    CONTACT : COPPER ALLOYS
    COVER : STAINLESS STEEL
2. CONTACT AREA PLATING : GOLD OVER  Ni
3. MULTIMEDIA CARD COMPATIBLE
4. COPLANARITY OF SODERTIALS BE WITHIN 0.10mm
5. W/P : SD CARD WRITE PROTECT
    C/D  : SD CARD CARD DETECT INDICATION
6. P/N : SDSN13- X 0-0 X X 5

T       T T 
 a b c           COVER WITH EAR

a -- CONTACT UNLEAD PLATING:
                             A:GOLD FLASH
                             C:10 " GOLD

b -- DATE CODE :
                             0:WITH DATE CODE & LOGO
                             2:WITH DATE CODE W/O LOGO

c -- PACKING:
                              0:TRAY PACKING
                              1:T&R    PACKING

XXXXXXX
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2.ALL RIGHTS RESERVED,PRODUCTS
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VSS1

(#06)
C/D
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   PATENTS PENDING.

 (SD,SD I/O,MMC,MMC 4.0)

   ARE COVERED BY PATENTS AND/OR

SD CARD CIRCUIT :

C/D
(#06)

CARD INSERTED
WRITE PROTECT : LOCK WRITE PROTECT : UNLOCK

CARD INSERTED
WITH OUT CARD

VSS1
(#07)

GND
(#16)

GND
(#16)

GND
(#16)

W/P
(#15)

W/P
(#15)

C/D
(#06)

1.THIS PRODUCT DOESN'T CONTAIN 
   ENVIRONMENTAL HAZARDOUS 
   MATERIALS PER DIRECTIVE
   2002/95/EC FOR RoHS.

2 IN 1 CONNECTOR
W/P
(#15)
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1.THIS PRODUCT DOESN'T CONTAIN 
   ENVIRONMENTAL HAZARDOUS 
   MATERIALS PER DIRECTIVE
   2002/95/EC FOR RoHS.
2.ALL RIGHTS RESERVED,PRODUCTS
   ARE COVERED BY PATENTS AND/OR
   PATENTS PENDING.

SDSN13-02-A

2 IN 1 CONNECTOR
NORMAL PUSH-PUSH TYPE
 (SD,SD I/O,MMC,MMC 4.0)

PIN NO. NAME
#01 DAT2
#02 DAT3
#03 DAT4
#04 CMD
#05 DAT5
#06 C/D
#07 VSS1
#08 VDD
#09 CLK
#10 DAT6
#11 VSS2
#12 DAT7
#13 DAT0
#14 DAT1
#15 W/P
#16 GND


